
ERRATA FILING 

December 20, 2024 

BY ELECTRONIC DELIVERY 

Mr. Bernard Logan, Clerk 
State Corporation Commission 
Document Control Center 
Tyler Building, First Floor 
1300 E. Main Street 
Richmond, VA 23219 

Application of Virginia Electric and Power Company  
For approval and certification of electric transmission facilities:  

Carmel Church and Ruther Glen 230 kV Transmission Line Projects 
Case No. PUR-2024-00221 

Dear Mr. Logan: 

On December 12, 2024, Virginia Electric and Power Company (the “Company”) filed its 
Application of Virginia Electric and Power Company For approval and certification of electric 
transmission facilities: Carmel Church and Ruther Glen 230 kV Transmission Line Projects 
(“Application”), consisting of the Ruther Glen Loop and Ruther Glen Switching Station (the 
“Ruther Glen Project”) and the Carmel Church Loop and Carmel Church Switching Station (the 
“Carmel Church Project”) (together, the “Projects”), which are needed to assure that the 
Company can provide requested service to the Customer for the Customer to provide service to 
two new data center developments in Caroline County, Virginia, to maintain reliable service for 
the overall growth in the Project area, and to comply with mandatory NERC Reliability 
Standards for transmission facilities and the Company’s mandatory planning criteria.  The 
Application filing was supported by the Appendix, pre-filed Direct Testimony, DEQ 
Supplement, and Environmental Routing Studies.   

After the Application filing, the Company discovered inadvertent errors related to the 
structure heights listed for the Ruther Glen Proposed Route (Route 5) and Ruther Glen 
Alternative Route 4 in Appendix Section V.A.  Further, the Company identified an error in the 
Appendix Attachment I.G.1 in that it should not have included the switching stations being 
constructed as part of the proposed Projects.   

Importantly, these corrections do not have a material effect on the need for the Projects 
and do not change the Company’s analysis of the Projects as discussed in the Application filing.  
The Company additionally asserts there should be no public notice issue resulting from these 
changes, as the Order for Notice and Hearing and public notice has not yet been issued. 

McGuireWoods LLP 
Gateway Plaza 
800 East Canal Street 
Richmond, VA 23219-3916 
Phone: 804.775.1000 
Fax: 804.775.1061 
www.mcguirewoods.com 

Jontille D. Ray 
Direct: 804.775.1173 
jray@mcguirewoods.com 
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Accordingly, please find enclosed for filing in the above-referenced matter, the following 

revised pages, which are intended to replace those pages filed December 12, 2024: 
 

 Appendix Section V.A (page 241) 
 Volume 2, DEQ Supplement (pages 3, 4) 
 Appendix Attachment I.G.1 (page 20) 

 
The Company further notes that the above-listed pages will be updated in all applicable eRooms 
and on the Company’s website for the Projects (www.dominionenergy.com/carmelchurchrutherglen).  
Please do not hesitate to contact me if you have any questions regarding the enclosed.  
 

Highest regards, 
 
/s/ Jontille D. Ray 
 
Jontille D. Ray 

 

Enclosures  

 

cc: William H. Chambliss, Esq. 
 William H. Harrison, IV., Esq. 
 Andrew F. Major, Esq. 

David J. DePippo, Esq. 
Charlotte P. McAfee, Esq. 
Annie C. Larson, Esq. 
Vishwa B. Link, Esq. 
Sarah B. Nielsen, Esq. 
Etahjayne J. Harris, Esq. 
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height is 114 155 feet, and the average structure height is 145 116 feet, based on 
preliminary conceptual design, not including foundation reveal, and subject to 
change based on final engineering design.    

Ruther Glen Alternative Route 4 

Alternative Route 4 cuts the Company’s existing Line #256 approximately 0.8 mile 
due north of Golansville Road and extends west for approximately 1.1 miles across 
agricultural fields, forested land, a Columbia Gas Natural Gas easement and Balty 
Road. Following property lines west of Balty Road, Alternative Route 4 passes 
through forested parcels and crosses Dejarnette Mill Run twice before turning 
southwest to cross Boxley Road approximately 0.6 mile north of Golansville Road. 
West of Boxley Road, Alternative Route 4 turns northwest for a approximately 1.1 
miles through forested land east of Reedy Swamp and west of rural residential 
properties before turning west to enter the proposed Ruther Glen Switching Station. 
The Ruther Glen Switching Station will sit approximately 0.6 miles southwest of 
the intersection of Ladysmith Road and Bull Church Road. 

Alternative Route 4 will be constructed on new right-of-way primarily supported 
by double circuit weathering steel monopoles.  For Alternative Route 4, the 
minimum structure height is 90 100 feet, the maximum structure height is 140 145 
feet, and the average structure height is 111 114 feet, based on preliminary 
conceptual design, not including foundation reveal, and subject to change based on 
final engineering design.    

Ruther Glen Alternative Route 6 

Alternative Route 6 cuts the Company’s existing Line #256 in the same location as 
Alternative Route 4 and follows the same path as Alternative Route 4 for the first 
approximately 1.5 miles. At this point, Alternative Route 6 turns south for 
approximately 0.3 mile and then west for approximately 0.6 mile before crossing 
Boxley Road. This segment of Alternative Route 6 runs through forested land and 
crosses Dejarnette Mill Run three times, including two crossings north of Boulware 
Pond. After crossing Boxley Road, Alternative Route 6 turns northwest for 
approximately 1.2 miles through forested areas east of Reedy Swamp and west of 
rural residential properties along Boxley Road. Alternative Route 6 then crosses the 
existing REC 115kV easement and turns west to enter the proposed Ruther Glen 
Switching Station.  The Ruther Glen Switching Station will sit approximately 0.6 
miles southwest of the intersection of Ladysmith Road and Bull Church Road. 

Alternative Route 6 will be constructed on new right-of-way primarily supported 
by double circuit weathering steel monopoles.  For Alternative Route 6, the 
minimum structure height is 90 feet, the maximum structure height is 140 feet, and 
the average structure height is 111 feet, based on preliminary conceptual design, 
not including foundation reveal, and subject to change based on final engineering 
design.    

Ruther Glen and Carmel Church Application
Case No. PUR-2024-00221
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For these Projects, the Company retained the services of Environmental Resources 
Management (“ERM”) to help collect information within the study areas, identify 
potential routes, perform a routing analysis comparing the route alternatives, and 
document the routing efforts in the respective environmental routing studies.   

A description of the Proposed Route and Alternative Routes for each Project is as 
follows. 

Ruther Glen 

Ruther Glen Proposed Route (Route 5) 

The Ruther Glen Proposed Route cuts the Company’s existing Line #256 
approximately 0.8 mile due north of Golansville Road and extends west for 
approximately 1.1 miles across agricultural fields, forested land, a Columbia Gas 
Natural Gas easement and Balty Road.  At this point, the Ruther Glen Proposed 
Route turns north to cross Bath Road/Pond Road and extends north for 
approximately 0.80 mile through forested parcels and along the eastern edge of 
an agricultural parcel.  The Ruther Glen Proposed Route then turns west to run 
parallel to and south of the existing REC 115 kV easement for approximately 
0.8 mile through agricultural and then forested land.  The Ruther Glen Proposed 
Route then crosses and runs parallel to the north side of the REC easement for 
approximately 0.4 mile through forested land before entering the Ruther Glen 
Switching Station.  The Ruther Glen Switching Station will sit approximately 
0.6 miles southwest of the intersection of Ladysmith Road and Bull Church 
Road.  

The Ruther Glen Proposed Route will be constructed on new right-of-way 
primarily supported by double circuit weathering steel monopoles.  For the 
Ruther Glen Proposed Route, the minimum structure height is 100 feet, the 
maximum structure height is 114 155 feet, and the average structure height is 
145 116 feet, based on preliminary conceptual design, not including foundation 
reveal, and subject to change based on final engineering design.    

Ruther Glen Alternative Route 4 

Alternative Route 4 cuts the Company’s existing Line #256 approximately 0.8 
mile due north of Golansville Road and extends west for approximately 1.1 miles 
across agricultural fields, forested land, a Columbia Gas Natural Gas easement 
and Balty Road.  Following property lines west of Balty Road, Alternative Route 
4 passes through forested parcels and crosses Dejarnette Mill Run twice before 
turning southwest to cross Boxley Road approximately 0.6 mile north of 
Golansville Road. West of Boxley Road, Alternative Route 4 turns northwest for 
a approximately 1.1 miles through forested land east of Reedy Swamp and west 
of rural residential properties before turning west to enter the proposed Ruther 
Glen Switching Station.  The Ruther Glen Switching Station will sit 

Ruther Glen and Carmel Church Application
Case No. PUR-2024-00221
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approximately 0.6 miles southwest of the intersection of Ladysmith Road and 
Bull Church Road. 

Alternative Route 4 will be constructed on new right-of-way primarily supported 
by double circuit weathering steel monopoles.  For Alternative Route 4, the 
minimum structure height is 90 100 feet, the maximum structure height is 140 
145 feet, and the average structure height is 111 114 feet, based on preliminary 
conceptual design, not including foundation reveal, and subject to change based 
on final engineering design.    

Ruther Glen Alternative Route 6 

Alternative Route 6 cuts the Company’s existing Line #256 in the same location 
as Alternative Route 4 and follows the same path as Alternative Route 4 for the 
first approximately 1.5 miles.  At this point, Alternative Route 6 turns south for 
approximately 0.3 mile and then west for approximately 0.6 mile before crossing 
Boxley Road.  This segment of Alternative Route 6 runs through forested land 
and crosses Dejarnette Mill Run three times, including two crossings north of 
Boulware Pond.  After crossing Boxley Road, Alternative Route 6 turns 
northwest for approximately 1.2 miles through forested areas east of Reedy 
Swamp and west of rural residential properties along Boxley Road.  Alternative 
Route 6 then crosses the existing REC 115kV easement and turns west to enter 
the proposed Ruther Glen Switching Station.  The Ruther Glen Switching Station 
will sit approximately 0.6 miles southwest of the intersection of Ladysmith Road 
and Bull Church Road. 

Alternative Route 6 will be constructed on new right-of-way primarily supported 
by double circuit weathering steel monopoles.  For Alternative Route 6, the 
minimum structure height is 90 feet, the maximum structure height is 140 feet, 
and the average structure height is 111 feet, based on preliminary conceptual 
design, not including foundation reveal, and subject to change based on final 
engineering design.    

Ruther Glen Switching Station 

The Ruther Glen Switching Station will be sited on approximately 7.5 acres and 
will sit approximately 0.6 miles southwest of the intersection of Ladysmith Road 
and Bull Church Road.  Impacts associated with the switching station footprint 
are included in the impacts for each route alternative. 

Carmel Church 

Carmel Church Proposed Route (Route 1) 

The Carmel Church Proposed Route (Route 1) is approximately 2.5 miles in 
length.  The cut in is approximately 100 feet south of the Line #256 crossing of 
Old CC Road.  From there, Route 1 extends west-northwest across primarily 
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